
KEY FEATURES

USE CASE

Real-Time
Visualization 
of FDIs

REAL-TIME FDI VISUALIZATION

Visualize Frac-Driven Interaction (FDI)
during operations, helping you protect the
production of nearby wells. Detect inter-
well and intra-well interference as it
happens.

SUPPORT REGULATORY
COMPLIANCE

Monitor live wells located within
the Frac Planning Zone (FPZ)
remotely. Meet regulatory
guidelines with real-time visibility
into well activity.

Gain critical visibility into Fracture-Driven
Interactions (FDIs) with OffsetWELLS, the
real-time monitoring solution for well
interference. 

OffsetWELLS delivers live pressure data
from offset wells, helping you detect risks
early, take action fast, and protect
production at every stage of your frac.

ACTIONABLE INSIGHT INTO
WELL INTERACTIONS 

Identify and manage fractures that
affect adjacent wells. Reduce the
risk of permanent production loss
and improve fracture quality with
OffsetWELL Monitoring.

“KNOW WHEN IT’S AFFECTING PRODUCTION”

Worried about the impact of your frac on offset wells? OffsetWELL Monitoring allows you to see pressure responses in live
wells instantly, using techniques like SWPM (Sealed Wellbore Pressure Monitoring) and DFIT (Diagnostic Fracture Injection
Tests).
Example: During a recent frac, OffsetWELL Monitoring detected pressure changes in an offset well in real time, enabling
immediate operational adjustments and preventing long-term production loss.

OFFSETWELLS



SPECS

403.744.5264
info@coldboretechnology.com
www.coldboretechnology.com

WHY CHOOSE OFFSETWELLS?

OffsetWELL Monitoring isn’t just about compliance
—it's about operational optimization.
 Gain insight into frac interactions no other system
can deliver.
 Take action at the right time to protect your assets
and maximize production.

Pressure Ranges: 6000, 10000, 15000 psig

HAWK 9000 PRESSURE GAUGES:

OFFSETWELLS

Pressure Accuracy: 0.024% Full  Scale

Pressure Resolution: 0.0003% Full  Scale

Hyper Sampling: 240 samples/second

Operating Temp: -40°C to +80°C

CSA/UL Approved: Class 1 Division 1,  Groups A-D

DATA COLLECTION:

Programmable Sampling

Minimum Sample Rate (All  Sensors Active): 1  second

HEAD UNIT (MRL):

4G Radio Transmission

Satellite Backup (15-minute data bursts)

Time-synced to gauges

SOLAR POWER ASSEMBLY:

45W Solar Pane

AGM Marine-Grade Battery (100Ah, 13.6V-14.9V)

Designed for year-round, uninterrupted operation

INVENTORY OVERVIEW:

2 units at 15k psi

18 units at 10k psi

19 units at 6k psi

INTERNAL MEMORY:

Up to 432 days with 30-second sample rate


